T2208 (WIN) Release


V1.0.0 Main updates
1.Merge DLL 
V1.0.1 Main updates 

1. Fixing the issue that no display after successful connection. 

2. Remove the redundant function
V1.0.2 Main updates 

1. Optimize search connectivity 

2. Adding some missing function
V1.0.3 Main updates 

1.Change FX data to match the FX data of units

2.Change the 48V function so that it is always in sync with the unit. 


3. Optimize synchronization-interface

4. Verify all function of name-change
V1.0.4 Main updates 

1. Adding new function that it is unavailable to use it if none connection. 

2.Optimize name-change function, double-clicking channel-button to get cursor indication in key-in box. 
V1.0.5 Main updates 

1. Optimize link function 
V1.0.6 Main updates 

1.Optimize link function to match the unit’s completely. 

V1.0.7 Main updates 

1. Add new function to delete local preset. 

2. Optimize connection function 

3. Optimize local save/load/preset-page deleted
V1.0.8-v1.0.9

1. Adding demo function 
    2:Fixed the multi-language switch error
一、Environment requirement  
  1：Prepare the firmware of T2208 
  2：One router prepared, start Wi-Fi function and keep the default DHCP mode, Finally set SSID name and password of Wi-Fi.. 

  3：Prepare one T2208 unit and ensure it can work normally. 

  4：The latest firmware version : MCU/DSP v1.9

二、Operating environment 
   -Windows operating environment
   - .Net FrameWork4.5 +

   - Windows 7/8/10/Vista

三、Notes 
  1:Don’t connect the device with computer master directly, As the best method to connect the device with network cable, another cable terminal connected with router. Computer master is routed through a wired or wireless connection. 
  2：If the device equipped with USB/LAN interface, during usage it is prohibited to use the two interfaces( USB/LAN )simultaneously
  3:Before the firmware starts, Please ensure the computer master use DHCP mode instead of customized IP segment   

4.It is limited to change the name of device with other language except English words. Other language keyed in will be regarded as invaluable name and can’t be received by device T2208 normally. 


